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UV Sterilizer

Functions:Stainless steel UV sterilizer is a
widely used water disinfection and purification
system which can effectively disinfect
bacteria, viruses and molds etc.(better effect
after water purifier). The sterilizing rate is as
high as 99.99%.The stainless steel meets EU
environmental

- standard, healthy,environmental
protecting and no harmful chemical substance
include.
Features:easy,economical fast safe,no
secondary pollution
Applications:drinking water,public
places, food processing etc.
Please read owner's manual carefully before
beginning installation or operation.

Note:

+ Philips lamps are optional.

+ Customization is acceptable.

+ 316SS is optional.

+ Internal mechanical or electrolytic polishing
is optional for stainless steel tube.

A A A A A A
[Quartz tube] [Lamp T5] [Ballast]  [Plastic support]  [O-ring]  [Jaco fitting 1/4"]

B Ultraviolet (UV-C rays/253.7nm) water disinfection system is a unique and fast method of
water sterilization to effectively destroy bacteria, viruses, molds and algae.

SS 12W SS 16W S5 25W R SS 30W
Housing material #304/316 #304/316 ‘ #304/316 #304/316 [ #304/316 #304/316 #304/316
| ALL UV lamp(TS}power 6w ‘ 12W l 16W 25W 30W 35W 55W
110v7240V 110V/240V | 110V/240V 110Vv/240V 110V/240V 110V/240V 110V/240V
| Wnput vottage _ 50/60Hz | 50/60Hz | 50/60Hz |  50/60Hz 50/60Hz 50/60Hz 50/60Hz
UV lamp quantity 1 1 1 1 ’ 1 1 1
0.5GPM 1GPM 2GPM ‘ 6GPM 8GPM 10GPM | 12GPM
| Weter trantmant capabifity (0.1M3Hr) (02MP/Hr) | (0.4MPHN) | (1.4M%Hr) (1.8MF/Hr) | (23MPHr) | (27M/Hr)
Water capacity 421cm? 502cm? 990cm? 1687cm? 2684cm? 2810cm? 2810cm?
Max oparsting pressrs 10bar(145psi) 10bar(145psi) | 10bar(145psi) | 10bar(145psi) | 10bar(145psi) = 10bar(145psi) | 10bar(145psi)
Bni it imadaiick b kol i ‘ ‘ !
Test pressure 15bar(218psi) | 15bar(218psi) | 15bar(218psi) | 15bar(218psi) | 15bar(218psi) = 15bar(218psi) = 15bar(218psi)
“ Lamp failure alarm | Optional ;‘ Optional ; Optional ‘ Optional J Optional ‘ Optional Optional
Lomp s 8000Hrs 8000Hrs 8000HTrs 8000Hrs [ 8000Hrs 8000Hrs 8000Hrs
‘ Product size v A 270mm : 310mm 375mm “ 595mm ] 910mm 950mm 950mm
B 63mm 63mm 82mm 82mm 85mm 85mm 85mm
< "; L 1/4"femal 1/4"femal L 172" mal 1/2" mall 3/4” mal 3/4” mal 3/4” mal
; T | & ‘emale | emale ; male ; male male | male | male
2  50.8mm 50.8mm 63.5mm \ 63.5mm l 63.5mm 63.5mm 63.5mm
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UV Sterilizer In Large Power

W Ultraviolet (UV-C rays/253.7nm) water disinfection system is a unique and fast method of water sterilization to effectively destroy bacteria,
viruses, molds and algae.

£

SS 110W SS 165W SS 330w SS 550W SS 660W
Houaslrig masterial #304/316 #304/316 #304/316 #304/316 #304/316 #304/316 #304/316
ALL UV lamp(TS}power 110W 165W 220W 330w 440W 550w 660W
110v/240V 110v/240V 110v/240V 110v/240V 110V/240V 110v/240V 110v/240V
| Input voltage 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz
UV by ity 2 3 4 6 8 10 12 |
24GPM 36GPM 48GPM 72GPM 96GPM | 120GPM 144GPM ‘
| Wetartamentcepebily | (S.5MYHI) | (8MPHN) (11MPHn) (16M?/Hr) (22WPHD) | (30MP/H) (35M/Hr)
Water capacity 8130cm? 12330cm? 12330cm? 19674cm’ 33739%m? 33739%cm? 33739%m*
b — — + — — —t
Max operating pressure 10bar(145psi) | 10bar(145psi) | 10bar(145psi) | 10bar(145psi) ’ 10bar(145psi) , 10bar(145psi) 10bar(145psi)
Test pressure 15bar(218psi) | 15bar(218psi) | 15bar(218psi) | 15bar(218psi) | 15bar(218psi) . 15bar(218psi) ‘ 15bar(218psi)
|
, Lamp failure alarm Optional Optional Optional Optional | Optional Optional 1 Optional
Lamp life 8000Hrs 8000Hrs 8000Hrs 8000Hrs \ 8000Hrs 8000Hrs 8000Hrs
Productsize A 950mm 950mm 950mm 950mm ] 950mm 950mm 950mm \
Bl 250mm 283mm 283mm 380mm | 430mm 430mm 430mm \
s 3| |B2 270mm 305mm 305mm 380mm | 470mm . 470mm 430mm \
{_ij——y % | 6 1"(malefflange) |11 (maleflange) |1V, (malefflange) | 2" (malefflange) | 3 (malefflange) | 3 (maleflange) | 3 (maleflange) |
@ 108mm 133mm 133mm 168mm | 220mm | 220mm 220mm \
Carton size/pes 104*23*41cm/1pc | 104*25*45cm/ipe | 104*25*45cmv1pe | 104'30'54crrv1pc&104'37'64mv1pcg104'37‘64w1pc 104*37*64cm/1pc \
GW. 8kgs 11kgs J 11.5kgs 25kgs ( 27kgs ‘ 28kgs J 29kgs \

i}\
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UV Sterilizer (Light & Sound Alarm)
-2
|
(& =
‘ 1 hd et
[Quartz tube]
"’h“ ”
[Lamp T5]
A
[O-ring]
SS 110W ‘ SS 165W SS 220w SS 330W SS 440W SS 550W SS 660W
Housing matesial ‘ #304/316 #304/316 #304/316 #304/316 #304/316 #304/316 #304/316
ALL UV lemp(T8} ‘ 110W 165W 220W 330w 440W 550W 660W
‘ 110V/240V 110V/240V 110V/240V 110v/240V 110V/240V 110Vv/240V 110V/240V
Input voltage 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz
... 5 \ 2 3 4 6 8 10 12 |
} \ 24GPM 36GPM 48GPM 72GPM 96GPM 120GPM 144GPM
| Water treatment capability | (5.5M*Hr) (8ME/Hr) (11M¥/Hr) (16M*/Hr) (22MF/Hr) (30NMP/HI) (35M3/Hr)
Water capacity ' 8130cm? 12330cm? 12330cm? 19674cm? 33739cm? 33739cm? 33739cm?
NG eesire 10bar(145psi) 10bar(145psi) | 10bar(145psi) = 10bar(145psi) = 10bar(145psi) = 10bar(145psi) 10bar(145psi)
st pesee 15bar(218psi) 15bar(218psi) | 15bar(218psi) | 15bar(218psi) = 15bar(218psi) @ 15bar(218psi) 15bar(218psi)
|
Lamp failure alarm ‘ Qgtional thional O_ptional Op_lional Optional Qpﬁonal | thional
Lamp Bfa 8000Hrs 8000Hrs 8000Hrs 8000Hrs 8000Hrs 8000Hrs 8000Hrs
Brouhictatie \ A 950mm 950mm 950mm 950mm 950mm 950mm 950mm
B1  250mm 283mm 283mm 380mm 430mm 430mm 430mm
- A /B2 270mm 305mm 305mm 380mm 470mm 470mm 470mm
& 8 } . - 1
{ IE_I—_] s T(maleflange) | 1", (maleflange) = 1'," (maleflange) 2" (maleflange) = 3"(maleflange) = 3" (maleflange) = 3" (male/flange)
o '@ 108mm 133mm 133mm 168mm 220mm 220mm 273mm
Carton size/pcs \ 104*23*41cm/ipe | 104°25*45cm/1pe | 104*25*45cmvIpe | 104730"54cmvIpe | 104*37*64cmvIpe | 104*37*64cmyipe | 104*37"64cm/1pe
G.W. ‘ 8kgs 11kgs 11.5kgs 25kgs 27kgs 28kgs 29kgs
> IE
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UV Sterilizer (Philips UV Lamp TS Series)

SST5-6W
Housing material #304/316
ALL UV lamp(T5)power 6w
110v/240V
Input voltage | 50/60Hz
UV lamp quantity 1
0.5GPM
Water treatment capability (0. 1M%/Hr)
Water capaciiy 502cm?
Hisionerating A 10bar(145psi)
st prabbine 15bar(218psi)
Lamp failure alarm Optional
Ladp iffe 8000HTrs
Productsize A 310mm
63mm
50.8mm

SST5-11W
#304/316

MW

110V/240V
50/60Hz

1

1GPM
(0.2M¥Hr)

502cm?

10bar(145psi)

15bar(218psi)

Optional
8000Hrs

310mm
63mm

50.8mm

SSQYT5-16W

#304/316

16W

110V/240V
50/60Hz

1

2GPM
(0.4NP/Hr)

990cm?

10bar(145psi)

15bar(218psi)

Optional
8000Hrs

330mm
300mm

63.5mm

R'\\
@ <
sz C€
MODEL&W
INPUT:230V AC 50/80Hz =
LAMP-UV LAMP 8W \

SST8-25W

#304/316

25W
110V/240V
50/60Hz

1

8GPM A A
(1.8M*/Hr) [O-ring] [Quartz tube]

2684cm?

10bar(145psi)

15bar(218psi)
‘ Optional

8000HTrs

550mm A A

475mm [Jaco fitting 1/47] [Plastic support]
65mm

= ST & & .
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UV Sterilizer (Philips UV Lamp T8 Series)

[25W/30W/55W]

e @ e
A A

[O-ring] [Quartz tube]
A A
[cap] [Plastic support]

Model ‘ SST8-25W ‘ SST8-30W ‘ SST8-55W

Hsnaingmatadial #304/316 | #304/316 #304/316
ALL UV lamp(TS)power 25W 30w 55W
' | 110v/240v | 110V/240V | 110V/240V
[ 'nput voltage | 50/60Hz | 50/60Hz | 50/60Hz
UV lamp quantity 1 1 1
8GPM 10GPM 12GPM
Water treatment capability  (1.8M°/Hr) _ (2.3NMF/Hr) (2.7M3/Hr)
Wakis Caaih 2684cm? . 2810cm? 2810cm?
iy prastice 10bar(145psi) = 10bar(145psi) = 10bar(145psi)
S Pv— 15bar(218psi) = 15bar(218psi) 15bar(218psi)
I Lamp failure alarm | Optional | Optional | Optional
i | 8000HTrs . 8000Hrs ' 8000HTrs
Productsize A 550mm 950mm 950mm
‘+‘i B 475mm 920mm 920mm
A S g I T' L
—Vfér// A e 65mm 65mm 65mm

L7
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UV Sterilizer with Grounding Wire

[Quartz tube] [Lamp T5) [Ballast]  [Plastic support] [O-ring] [Jaco fitting 1/4"]

Note:
+ Philips lamps are optional.
——————————————————————————————————————————————————————————— + Customization is acceptable.
+ 316SS is optional.

B Ultraviolet (UV-C rays/253.7nm) water disinfection system is a unique and fast method of + Internal mechanical or electrolytic polishing
i " " " is optional for stainless steel tube.
water sterilization to effectively destroy bacteria, viruses, molds and algae. - Single grounding wire

SSD 6W ‘ SSD 12w SSD 16W SSD 25W SSD 30W SSD 35W SSD 55W
Hotiskivg materia #304/316 ‘ #304/316 #304/316 #304/316 #304/316 #304/316 #304/316
ALL UV lamp(TSIpower 6w ‘ 12w 16W 25W 30w 35w 55W
' 110V/240V ‘ 110V/240V 110v/240V 110V/240V 110V/240V 110v/i240v  110V/240V
Input voltage , 50/60Hz 50/60Hz | 50/60Hz _ 50/60Hz | 50/60Hz 50/60Hz | 50/60Hz
— 1 ‘ 1 1 1 1 1 1
‘ 2GPM 6GPM 8GPM 10GPM 12GPM
Water treatment capability (0 1M3lHr) (0. 2M3IHr) (0.4M?*/Hr) (1.4M3%Hr) (1.8M°/Hr) (2.3M%Hr) (2.7M3Hr)
Water capacity 421cm? ‘ 502cm?® 990cm? 1687cm? 2684cm® 2810cm?® 2810cm?®
Max operating pressure 10bar(145psi) ‘ 10bar(145psi) = 10bar(145psi) = 10bar(145psi) 10bar(145psi) = 10bar(145psi) 10bar(145psi)
P T—— 15bar(218psi) \ 15bar(218psi) = 15bar(218psi) = 15bar(218psi) | 15bar(218psi) = 15bar(218psi) = 15bar(218psi)
| Lamp failure alarm | Optional ‘ Optional | Optional Optional | Optional Optional | Optional
Lam life 8000Hrs ‘ 8000Hrs 8000Hrs 8000HTrs 8000Hrs 8000Hrs 8000Hrs
Productsize | A 270mm | 310mm | 375mm | 59mm 910mm | 950mm | 950mm
B 63mm \ 63mm 82mm 82mm 85mm 85mm 85mm
L_i 5 5 | 6 1/4"female = 1/4"female 1/2" male 7 1/2" male 3/4" male 3/4" male 3/4” male
'@ 50.8mm \ 50.8mm 63.5mm 63.5mm 63.5mm 63.5mm 63.5mm
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UV Lamp Ballast—Professional for Philips UV Lamp T5 & T8 Series

Specification:
1. Profession for Philips UV lamp T5 series and T8 series
2. High power factor 0.97
3. Special function: Light and sound alarm(when uv lamp is abnormal)
4. EMC, CE certificate
5. 2 year warranty
6. Customized design is available. OEM is welcome.

>>> Technical data

Philips UV Lamp type Input Voltage (V) Mini Start Temp (° F/° C)
T5/T8 4pin |

YTGO1T5-6W T5 6w 220V 0.029 =095 0/-18
YTGO1T5-11W T5 11w 220V 0.053 =095 0/-18
YTGO1T8-25W T8 25w 220V 0.120 >0.95 0/-18
YTGO1T8-30W T8 30w 220V 0.144 >0.95 0-18
YTGO1T8-55W T8 55w 220V 0.263 >005 0/-18

fp— e

07
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22> Technical data

Electronic Ballast, UV Lamp Ballast

L J
ELECTRONIC
BALLAST ce

MODELSH
INPUT:230V AC S0z
LAME IV LaMP EW

Specifications
1.Electronic Ballast for UV lamps 4W-150W, 120V/230V, 50/60Hz

2 High power factor, low THD
3.CE, UL Certificate

4.1 year warranty

5. Customized design is available. OEM&ODM are welcomed.

“ lamp type T5 4PIN Input Voltage (V) Input Current (A) Mini Start Temp (° F/° C)

YTGO1-4W

YTGO1-6W

YTGO1-12W

YTGO1-16W

YTGO1-25W

YTGO01-30W

YTGO01-35W

YTGO01-55W

4W UVC

6W UvC

12w uvC

16W UVC

25W UvC

30W uvc

35W uvC

55W UvC

220V20vV

220V/120V

220V/120V

220v/120V

220V/M20V

220V/120V

220VM20V

220V/120V

0.030 >0.95 0-18
0.045 =095 0/-18
0.091 =005 0/-18
0.121 =095 0/-18
0.189 =095 0/-18
0.227 =095 0-18
0.265 =095 0/-18
0417 =095 0/-18
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o

p— > o S

Electronic Ballast with Grounding Wire

EPS51-425-40N
BALLAST FOR UV LAMPS

America 3-pin UK 3-pin Mustralia 3pin

Specifications
1.Electronic Ballast for UV lamps 4W-55W, 120V/230V, 50/60Hz

2.High power factor, low THD

3.CE, UL Certificate
4. Light and sound alarm when uv lamp is not working normally

5. 2 year warranty
6. Customized design is available. OEM&ODM are welcomed.

7.Connect Timer, output voltage: DC 5V

2>>> Technical data

T5 UV Lamp Input Voltage (V) Input Current (A) Mini Start Temp (* F/° C)

YTGO1 4-55W 4W-55W 220vV1120V 0.03/0.764 =0.95 0/-18
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24VDC Germicidal Lamp Electronic Ballast

2

= Jo—
Germicidal Lamp Electronic Ballast
TUVAW TUVEW TUVEW |

L Oomer < 10w
e Curmnt [ETE R
LOUT 450V FFN YD
Amoae g SM0T
At Cone Mot b Gronrwom

a3 Lame e

.
L wma 7O

24v DC ce

Wi Corren 354 g LA
‘ el e

22> Technical data

m Power Per Lamp (W) Input Voltage (V)

YWD24-8W 4-8w 21.4-26 4V 0.48A@24V 0.16-0.18 =0.95

Water disinfection integrated UV lamp

1.Product characteristic
Usage the quartz glass tube with UV transmissivity over 90% matched with UV
lamp tube,connecting external ballast,composing integrated immersion lamp.
Easy to operate,small volume,good disinfection effect.

2.Application area
Applied in water treatment,such as fishpond and aquarium disinfection.

L3 -
] T
D1
X
ala L2 k:

2>> Technical data

Lamp type Lamp wattage (W) | Dim.L1 (mm) L2 (mm) L3 (mm) D1 (mm) D2 (mm) Useful life (h)

Uv-6W

Uv-10w 10 56 186 242 23 40 9000
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8 T5/T6 UVC LAMP 4 PINS IN SINGLE E-ENDS

2
Features:
1. Electrodes and quartz tube are processed by special technique, the uv lamp have a long life and keep
(&) UV output.

2. Different lamp holder, plastic and ceramic.
3. High ozone lamps can produce hydroxyl in water, decomposition of organic matter, reducing TOC

Applications:
1. Disinfection for purified water, domestic water, deionized water, medical water, and other water sources;
2. Water treatment equipment
@ 3. Used in waste water treatment, photocatalyst, photocatalytic degradation of organic compounds in water.

2>> Technical data

Model Diameter ; faw,ggﬁ(m, | Wattage Lamp voltage Lamp current | (Dug,a',"g_%
mm mm w \ mA PWiem?
TvieDisyz2t2| s |21 [ %0 | @ | 45 | a:
TUV14D15Y-Z287 | 15 287 14 42 425 3135
TUV15D15Y-Z303 | 15 I 303 15 44 425 1 3337
TUV18D15Y-Z356 15 356 18 ‘ 52 425 48-54
 TUV23D15Y-Z436 15 436 23 66 425 62-69
TUV28D15Y-Z550 15 550 _ 28 b 80 425 ) 85
 TUV37D15Y-Z793 | 15 793 37 100 425 110
TUV40D15Y-Z851 | 15 851 ‘ 40 110 400 120-130
TUV55D15Y-Z1149 15 1149 7 55 | 180 | 400 | 150-180
TUV75D15Y-21554 15 1554 | 75 ' 200 ’ 630 | 180210

Special UV Lamp for Water Treatment
2>> Technical data

Model ~  Diameter ~  Length  Wattage Votage ~ Cument | (Dstaneecity Life
TUVTS4W | 15 . 183 ” 4 | o8 | 120 ” 18 10000
TUVTS6W | 15 212 s R | 180 20 | 10000
TUVT5-12W 15 287 12 42 380 31 10000
TUVT5-16W 15 345 16 a7 . 410 ' 33 10000
TUVTS25W | 15 . 565 | 25 o .45 7| 10000
TUVTS-30W | 15 . 85 | 30  w | 425 85 10000
TUVTS5-35W 15 925 35 98 490 ’ 102 | 10000
TUVT5-55W | 15 " 925 ' 55 120 | 512 ’ 145 | 10000
TUVT5-75W | 15 1554 ‘ 75 | 190 | 200 ' 200 10000

p—l e

P
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T5/T6 UVC LAMP 4 PINS IN DOUBLE-ENDS s ®

Features:

1. Hot cathode electrodes, pre-heated start, the average life more than
8000 hours

2. Match with the same specification of fluorescent brackets and

holders, or make different tube diameters and lamp holder,
according to customer requirements L

3. Ceramic lamp holder: anti-oxidation, anti-radiation.

nn
| o)
Tial
LY
Ut

Applications: ‘ A J

-

. Disinfection cabinet, microwave ovens, air conditioners, water
treatment equipment, air purifiers and various small appliances.
2. The disinfection for hospitals, n schools, hotels, restaurants, house, air and surface of the house.

>>> Technical data

S ~ Diameter i\faceleBnagsi?ﬂmm)  Wattage  Lamp voltage ~ Lamp cument | (SYINEnsty, S ' _—
| mm | h13 | w | Vv mA PW/iem? ‘

| ZW4S12Y-Z135 | 12(T4) | 135mm | 4 1824 | 160 12 e |
ZW4S15Y-2135 | 15(T5) | 135mm 4 18-24 160 12 | e |

- Zwes12y-z212 | 12T4) | 212nm | 6 | 3648 | 160 18 e
ZWES15Y-2212 | 15(15) 220m | 6 3648 | 160 18 G |

| Zwes12yz288 | 12(T4) | 288mm | 8 4864 | 145 28 =

| ZwBsS15v-z288 | 15(T5) | 288mm | 8 | 4864 | 145 28 | &5 |

| ZW10S15Y-Z331 | 1515) | 33tmm | 10 | 5570 | 220 30 G13 |

| ZWI5S15Y-Z437 | 15(T5) | 437mm | 15 | 5971 | 300 44 613 |

 ZW15S19Y-Z437 | 19(T6) | 437mm | 15 | 5971 | 300 44 G13 |

| ZW20S15v-Z589 | 15(0T5) | 589mm | 20 | 6884 | 320 75 G13 |
ZW20S19Y-7589 | 19(T6) | 589mm 20 791 | 320 75 613 |
ZW30S15Y-z894 | 15T5) | 894mm | 30 105125 | 300 90 | 13 |

| ZW30S10Y-z894 | 19(T6) | 894mm 30 | 105125 | 300 | 90 1T &3 |
ZW30S25Y-Z894 | 25(T8) | 894mm 30 105125 | 300 90 G13 |

(ZW40S15Y-Z1199 | 15(T5) | 1199mm | 40 104130 | 330 110 | e13 |

ZW40S19Y-Z1199 | 19(T6) |  1199mm | 40 | 110430 | 330 | 110 T 613 | )
ZW20S25Y-71199 | 25(T8) | 1199mm | 40 [ 10430 | 330 I 110 1 ez |
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H/U/PLL UV Lamps

))) Technical data

[ vk Base \ ' | UVlntm.‘nx'
Model Pt  facelength(nm)  Wattage l il i T Ol i Vbt

. mm - h13 h2 w ‘ v ;} mA pwWiem?
' TUV5D12Y-H85 12 107 85 5 ‘ 30-40 180 14
 TUV7D12Y-H115 12 137 15 7 4 42-52 175 16
 TUVOD12Y-H145 12 167 145 9 , 54-64 170 23 ‘
TUV11D12Y-H215 12 237 215 " : 81-99 155 , 38
| TUV13D12Y-H164 | 12 | 186 164 13 » 48-62 ‘ 300 ; 40

—
h1 h2
v
2611 7
G32q
22> Technical data
[ . Base ' UV Intensity
Model | Diameter facelenginmm)  Wattage tang vinge || It el (Distance=1H)
‘ mm | hi3 h2 w Y ‘ mA UW/em?
TUV18D17Y-H217 17 217 195 18 A 52-64 375 57
TUV24D17Y-H317 17 317 295 24 77-97 345 04
| TUV36D17Y-H411 17 | an 379 36 4 98-118 435 147
' TUV40D17Y-H533 17 533 501 40 f 130-150 385 \ 155
[ TUV55D17Y-H533 17 533 501 55 | 110-130 ‘ 550 f 170

2
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Quartz Tube o

Quartz Tube is a special industrial technology glass tube made by
Sio,,has good physical and chemical properties.It can stop the
spectrum transmission less than 220 nm and prevent radiation of
high-density UV rays but generate no ozone,UV transmission at
253.7nm is more than 90%, which can sterilize effectively.

Chemical composition(ppm)

Al |Fe| K | Na|fL |Ca|Mg|Cu|Mn|Pb| B | Cr|OH
25 (1.5 (2.5({2.5(0.6(2.3(0.5/0.1(0.5|0.01/0.2|0.1|<10

Specifications

High temperature resistant

Good corrosion resistant Physical Properties

Low thermal expansion coefficient 22 0 i
— ] Density (g/cm?) Annealing point °C 1180
Good electric insulation performance
" Coefficient of expansion Strai int
Long time to use CemiEmie) 0.56 train point °C 1070
High purity,Silicon Dioxide >99.99% . .
) ( Softening point 1730 Moh’s hardness 7
Transmittance of light >90%
|
indsl Lenght “ Inner diameter Quter diameter Wall thickness ‘ Size
QT5-D04 180mm 20mm 23mm 1.5mm |
’ D
QT5-D06 240mm 20mm 23mm 1.5mm ’QC:)JN =
QT5-D012 296mm 20mm 23mm 1.5mm
QT5-D016 360mm 20mm 23mm 1.5mm
| 1L
QT5-D025 580mm 20mm 23mm 1.5mm
QT5-D030 900mm 20mm 23mm 1.5mm
QT5-D035 940mm 20mm 23mm 1.5mm ;\_/’l__
QT5-D055 940mm 20mm 23mm 1.5mm '

‘(}~
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gall Business Office:

L7-39 Athena Fulland Urban Area, Kim Ward, Hoang Mai District, Hanoi City, Vietnam. B 02435659214

€ Mechanical Engineering Factory:
No. 115a Phan Trong Tue Road, Thanh Tri District, Hanoi City, Vietnam.

& Components - Equipment Manufacturing Factory:
Van Giang District, Hung Yen Province, Vietnam.

www.toana.vn

Q 0913 543 469 = toanajsc@gmail.com
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